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Connect by rotatin
after insertion of rubber packing. 

* This machine must be installed following all instructions.
The manufacturer is not responsible for any problems 
caused by not following all instructions.

 
“Use Cold Water Only With Your Life Ionizer” 

Please note-The DVD contained in the box with your Life Ionizer is for general 
education purposes.  The instructions to install your specific model are below and 

not on the DVD. 
Step 1- Unscrew the existing aerator from your faucet 
Step 2- Screw the Life Ionizer diverter valve onto your faucet. Three different sized 
adaptors are included for non-standard sized faucets 
Step 3- Unscrew the round nut from the side of the diverter valve. Slide the nut over the 
end of the ¼” tubing and then screw the nut back onto the diverter valve. Tubing should 
now fit snugly onto the diverter valve 
Step 4- Remove plugs from the inlet and outlet valves at the bottom of the unit. ***Note-
To remove the plugs you must push down on the ring at the end of the valve and then pull 
the plug out (use a butter knife).

 
***Note- Some units may contain water don’t be alarmed! We test units to make sure 
they are in working condition. 

  

Installation instructions for Life Ionizer 7500 













 

1. Step One: Cut the tubing going to your ionizer at the desired location    
 
2. Step Two: The cap on top of the filter housing is marked “IN” and “OUT” 

 

 
 

3. Step Three: The tubing coming from the cold-water connector needs to be inserted into the side of the 
housing marked “IN”. Firmly press the tubing into the filter-housing cap. You will feel the tubing stop 
when it is fully inserted. Pull on the tubing gently to ensure that it does not come out and a good 
connection was made. If possible, flush the filter by turning on the flow of water slowly and point the 
“OUT” towards the sink. Let it run for 2-3 minutes and turn the water flow off. 

 

 
 

4. Step Four: Insert the tube going to the ionizer into the side of the housing marked “OUT” by firmly 
pressing the tube into the filter-housing cap. 

 
5. To remove the tubing from the filter cap, press in on the O-ring and tubing simultaneously, then gently 

pull out on the tubing 
 

 

 
Instructions for Installing Pre-Filter 

 
Contact Us

Address:

2335 Camino Vida Roble, Bldg B
Carlsbad, CA  92011

Phone:

888-688-8887
760-431-8047

Website:

www.LifeIonizers.com


